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BEST AVAILABLE IMAGES 

Defective images within this document are accurate representations of 
the original documents submitted by the applicant. 

Defects in the images may include (but are not limited to): 

• BLACK BORDERS 

• TEXT CUT OFF AT TOP, BOTTOM OR SIDES 

• FADED TEXT 

• ILLEGIBLE TEXT 

• SKEWED/SLANTED IMAGES 

• COLORED PHOTOS 

• BLACK OR VERY BLACK AND WHITE DARK PHOTOS 

• GRAY SCALE DOCUMENTS 

IMAGES ARE BEST AVAILABLE COPY. 



As rescanning documents will not correct images, 
please do not report the images to the 
Image Problem Mailbox. 
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CAPACITIVE LOAD (pF) 10,000, 



1000, AND 100. 




FIG. 7 




FIG. 12 




Fiq. 12 

STEP 1 




STEP 2' 



TOO CORDLESS 
CHARGERS THERE- 
BY ACTIVATED 



STEP 3- 





STEP 4 



A VEHICLE IS STARTED VIA 
THE MOTOR BEING TURKFED ON 
CONCERNING THE CHARGERS 



STEP 5 



X 



AN ALTERNATOR IS CONNECTED 
TO A BATTERY ABOUT EACH OF 
THE CHARGERS, SO THAT THEY 
CAN ACTIVATE ONE ANOTHER 



STEP 6 



L 



THE MOTOR ACTIVATES THE 
ALTERNATOR VIA ITS BELT 



STEP 



j. 



THE ALTERNATOR IS DEFINED 
BY A FREQUENCY OF 60 cps 
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STEP 8 



STEP 9 



STEP 10 



THE BATTERIES ACTIVATE 
THE CHARGERS 



V 



THE CHARGERS ACTIVATE ALL 



THE MOTOR IS TURNED ON UN- 
TIL A USER DEACTIVATES THE 
TWO POWER SWITCHES 
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